DIMENSION DIAGRAM

GENERAL NOTES

1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE

FINAL SI1DEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST : \
ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES

AS SPECIFIED IN MD 816.03. MD 818.01. MD 818.02, MD 818.04.

THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRICR TO THE
INSTALLATION QOF ALL SIGNAL EQUIPMENT.

2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
INSTALL ING PROPQSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS

S

SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

\/

VIDEGC CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE

SHA ENGINEER.
THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE

CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEO DETECTION EQUIPMENT.

Perry Hall Boulevard

THE CONTRACTOR SHALL VERIFY ALL PROPDSED POLE LOCATIONS PRICR TO
INSTALLATION.

PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL

38

CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
ALL PROPDSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.

. REMOVE AND DISPQOSE OF ALL UNUSED SIGNAL CABLE.

0.PUSHBUTTONS ARE TO BE LOCATED SQ THAT THEY CAN BE ACTIVATED BY A
PERSON IN A WHEELCHAIR REACHING LESS THAN 18" FROM A 60" x 60" LEVEL
LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TQ 2%.

11.THE 10’ SEPARATION BETWEEN PUSHBUTTONS 1S TO BE MEASURED FROM FACE OF

3

4
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6. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
7

8

9

1

PUSHBUTTON TQ FACE OF PUSHBUTT
12.PUSHBUTTON ARROWS ARE TO BE PA

ON, NOT CENTER TO CENTER OF POLE.
RALLEL TO THE CROSSING FOR WHICH

THEY ARE

INTENDED.

13.LOCATION DF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTON

LOCATION REQUIREMENTS OF MUTC

D SEC.

4E.09 AND FIG.

S MUST MEET

4E-2 AND THE ]

NCHRP PUBL ICATION.

“ACCESSIBL

E PEDESTRIAN SIGNALS: GUIDE TO BEST

PRACTICE”.

I[F NOT MET.

THE CONTRACTOR

[S TO STOP WORK ON PUSHBUTTCN

L OCATIONS UNTIL A DESIGN WAIVER IS DBTAINED. APPROVED BY THE DIRECTOR.,

OFFICE OF TRAFFIC AND SAFETY.
14.ALL SIDEWALK RAMPS SHALL BE I[NSTALLED AS PER STANDARDS MD 655.11 AND

MD ©655.12.
15.THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS

CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT.
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION

MD 43 (White Marsh Boulevard) and Perry Hall Boulevard
White Marsh, MD
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